TRAFFIC SIGNAL NOTES

1. REPLACEMENT OF EXISTING CONFIRMATION BEACONS WITH NEW L.E.D. MATCH LINE A N
CONFIRMATION BEACONS SHALL BE CONSIDERED INCIDENTAL TO THE
PAY ITEM “UNINTERRUPTIBLE POWER SUPPLY’ T SEE SHEET \2 OF 2

2. EARTH WORK FOR PROPOSED SIDEWALK SHALL BE CONSIDERED INCIDENTIAL \ ’ \\\\\\\
TO THE PAY ITEM “PORTLAND CEMENT CONCRETE SIDEWALK, 5.

3. A SHROUD SHALL BE USED TO RAISE THE ELEVATION OF THE CONTROLLER,
IN ORDER TO MINIMIZE FLOODING PROBLEMS. THIS WORK SHALL BE
CONSIDERED INCIDENTAL TO “FULL-ACTUATED CONTROLLER IN TYPE V
CABINET, SPECIAL.”
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2 b \ % RESTORATION OF WORK AREA. TS
UNIT DUCT up RAILROAD CONTROL CABINET B : w2 Al 2 RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE INCIDENTAL TO THE
g \\ \ * RELATED PAY ITEM SUCH AS FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL,
COMMON TRENCH et TELEPHONE CONNECTION m T 0y v W ETC.. AND NO EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES SUCH
HANDHOLE m Ll \\ wow B N\ \ AS SHOULDER, MEDIAN, SIDEWALKS, PAVEMENT, ETC. SHALL BE REPLACED IN KIND. ALL
ILLUMINATED SIGN o E, \ M 1\ ‘\\ \\‘ { DAMAGE TO MOWED LAWNS SHALL BE REPLACED WITH AN APPROVED SALT TOLERANT SOD,
HEAVY DUTY HANDHOLE o ” “ 4 ! AND ALL DAMAGE TO UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD
NO LEFT TURN 4\
% MATCH LINE B SPECIFICATIONS 252 AND 250 RESPECTIVELY.
DOUBLE HANDHOLE KKl ILLUMINATED SIGN "E” SEE SHEET 2 OF 2
G.5. CONDUIT IN TRENCH (T) OR PUSHED (P) —_— NO_RIGHT TURN NOTE:
PEDESTRIAN PUSHBUTTON DETECTOR RELOCATED SIGNAL EQUIPMENT "R” THE TRAFFIC SIGNAL CONTROLLER EQUIPMENT
FOR THIS PROJECT SHALL BE “ECONOLITE” TO
DETECTOR LOOP ] UNINTERRUPTIBLE POWER SUPPLY MATCH THE EXISTING ADJACENT SYSTEM.
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